	
	Full Metal Card
	IP54
	IP64
	Military

	Frame Material
	CuNI9Sn2 Coated
	CuNI9Sn2 Coated
	CuNI9Sn2 Coated
	CuNI9Sn2

	Cover/filling material
	V2A Stainless Steel
	V2A Stainless Steel
	V2A Stainless Steel
	CuNI9Sn2/

SycastW19

	Environmental Specifications
	
	
	
	

	Temperature Operating
	0 to +70C
	-40 to +70C
	-40 to +70C
	-40 to +70C

	                   Non-Operating
	-25 to +85C
	-50  to +100C
	-50  to +100C
	-50  to +100C

	Humidity
	8-95% non-cond
	8-95% non-cond
	8-95% non-cond
	>95% condensing

	Shock
	2,000G Max
	2,000G Max
	2,000G Max
	3,000G Max

	Vibration (random)
	-
	-
	-
	24G RMS (72G max)

	               (sine)
	30G peak to peak
	30G peak to peak
	30G peak to peak
	30G peak to peak

	Altitude
	80,000 feet max
	80,000 feet max
	-
	80,000 feet max

	Diving depth
	-
	-
	1M
	30M

	PC Card Function after
	
	
	
	

	Bend
	<4mm at 100N
	<4mm at 100N
	<4mm at 100N
	<4mm at 150N

	Stability case top
	-
	-
	-
	<0.5mm at 40N

	Torsion
	5Nm <3”
	5Nm <3”
	5Nm <3”
	6Nm <3”

	Connection durability
	
	
	
	

	Plug cycles (office environment) 
	10,000
	-
	-
	-

	                   (harsh environment)
	5,000
	10,000
	10,000
	10,000

	Warranty
	8 years
	8 years
	8 years
	2 years


